EXISTING MECHANICAL UNIT (BY OTHERS)

POLYURETHANE CAULKING IF REQUIRED (BY OTHERS)

EXISTING COUNTERFLASHING BEND-UP AS REQUIRED TO PREPARE SURFACE, CLEAN & APPLY SOPREMA ALSAN RS MEMBRANE. RETURN TO ORIGINAL POSITION AFTER MEMBRANE CURES.

PREPARE, LEVEL & PATCH SUBSTRATE W/ ALSAN RS PASTE OR ACCEPTABLE PATCHING MORTAR PRIOR TO APPLICATION OF SOPREMA ALSAN RS PRIMER & MEMBRANE (TYP.).

(1) PLY SOPREMA ALSAN RS MEMBRANE FLASHING EXTEND 10” (25cm) MIN. HORIZONTALLY ONTO PREPARED & PRIMED SUBSTRATE.

OPTIONAL CANT STRIP – AS REQUIRED BY BUR MEMBRANE MANUFACTURER.

EXISTING BUR OR GRANULATED CAP SHEET BUR TURNED UP ON VERTICAL.

10” (25cm) MIN.

FLAShING SEALED TO CURB

8” (20cm) MIN.

NOTES:
1. DETAIL TO BE USED IN CONJUNCTION WITH SOPREMA GENERAL REQUIREMENTS, APPLICATION METHODS AND APPROVED DETAILS.