(2) PIECE METAL JOINT COVER (BY OTHERS)

FLEXIBLE URETHANE FILLER OR POURABLE SEALER (BY OTHERS)

(2) PLY SOPREMA ALSAN RS MEMBRANE IN BOTTOM LOOP
SET WET-IN-WET W/ 2" (5cm) MIN. OFFSET END/SIDE LAPS.

2" (MIN.)

2" (MIN.)

(5cm)

BEVELED EDGE 3/8" MAX. @ 30' (TYP.)

PREPARE, LEVEL & PATCH SUBSTRATE W/ ALSAN RS PASTE OR ACCEPTABLE PATCHING MORTAR PRIOR TO APPLICATION OF SOPREMA ALSAN RS PRIMER & MEMBRANE (TYP.)

- ELIMINATE PRIMER @ VERTICAL JOINT SURFACES OR APPLY APPROVED BOND BREAKER TAPE W/ ADHESIVE BACKING.

- COMPRESSIBLE CLOSED-CELL JOINT FILLER @ 10–20% COMPRESSION.

NOTES:
1. DETAIL TO BE USED IN CONJUNCTION WITH SOPREMA GENERAL REQUIREMENTS, APPLICATION METHODS AND APPROVED DETAILS.
2. METAL SURFACES MUST BE CLEANED AND ABRATED TO COMPLETELY REMOVE ALL COATINGS, DIRT AND DEBRIS. AFTER GRINDING, WIPE ABRATED METAL WITH SOPREMA ALSAN RS CLEANER AND ALLOW TO FLASH OFF BEFORE APPLYING SOPREMA ALSAN RS MEMBRANE.

**USAGE OF THIS DRAWING IS GOVERNED BY THE TERMS OF SERVICE FOR SOPREMA DETAIL. PLEASE CONSULT THESE TERMS OF SERVICE PRIOR TO UTILIZING THIS DRAWING.**